OFFSET CRAWLED HANDLES

OFFSET FROM BACK FITTINGS KIT

 lắp qua: 125 mm diameter with back/lock fitting to suit a glass door.

OPTIONAL EXAMPLE: Spigot mounted circular pull handles 300 mm

ALLO HANDLES HAVE M12 FIXINGS

WALL THICKNESS: 1.5 mm
STAINLESS STEEL: CASSETTE: 316
ALUMINIUM: 6063A
MATERIAL SPEC:

FOR FIXING ARRANGEMENTS SEE RELEVANT DRAWINGS

BOLT THREAD

M12 X 25 CR A8 HEX HD
M12 X 25 CR A8 S/S HEX HD
M12 X 25 CR A8 HEX SET SCREW
M12 X 25 CR A8 S/S HEX SET SCREW
M12 X 25 CR A8 HDG SCREW
M12 X 25 CR A8 S/S HDG SCREW
M12 X 50 CR A8 S/S SET SCREW
M12 X 50 CR A8 HDG SET SCREW
M12 X 50 CR A8 HEX SET SCREW
M12 X 50 CR A8 S/S HEX SET SCREW
M12 X 25 CR A8 PHILLIPS SCREW
M12 X 25 CR A8 S/S PHILLIPS SCREW
M12 X 50 CR A8 PHILLIPS SCREW
M12 X 50 CR A8 S/S PHILLIPS SCREW

FIXINGS FOR FUNCTIONAL 96-338 HANDLES

MARK 2017 10/14

DRAWING NUMBER

1/4

COPY

FUNCTIONAL 96 SERIES

S38-96

DRAWN

CHECKED

PRINTED

APPROVED

DATE

TEXT